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Responses from the Bureau of Standards, Metrology and Inspection (BSMI), Ministry of Economic Affairs to inquiries about Information on technical regulations and conformity assessment procedures for tubes of polymers of vinyl chloride (HS 3917.23)

Date: April 12, 2005
Tubes of polymers of vinyl chloride (HS/CCCN 3917.23.00/00.9: Tubes, pipes and hoses, PVC, rigid) have been subject to regulatory inspection since August 20, 1971.  To demonstrate that the products comply with related requirements, manufacturers or importers may choose one of the following conformity assessment procedures:

1. Batch-by-Batch Inspection
Under this procedure, the applicant shall file an application for batch-by-batch inspection with the Bureau of Standards, Metrology, and Inspection (BSMI).
˙
Time required for Inspection: 7 working days
˙
Inspection fees: 0.25% of CIF (Minimum fee: NT$500; if the inspection fee is more than NT$100,000, the amount above NT$100,000 shall be collected at the rate of 0.125%.)

2. Registration of Product Certification (Modules II + IV, V or VII)
Under this procedure, manufacturers must have implemented ISO 9001 or 9002 quality management system (Module IV or V respectively), certified by the BSMI or certification bodies that have signed co-registration agreements with the BSMI.  As an alternative, manufacturers may establish a quality system that complies with the requirements stipulated by the BSMI (Module VII) and obtain a factory inspection report issued by the BSMI or organizations recognized by the BSMI.  Manufacturers or importers will also be required to have products type-tested by the BSMI (Module II) before applying for registration of their products.  Products will be allowed to use a commodity inspection mark after they are registered with the BSMI.  These products can then pass through customs directly without any inspection.  
˙Locations to apply for Type Testing: The BSMI Taipei Headquarters.
˙Time required for Registration of Product Certification: It takes 14 working days after the complete application documents have been received.  Additional 14 working days may take if further tests are required.

˙The annual fee for Registration of Product Certification is NT$2,000 for each type of product.

Inspection standards covered:


· Chinese National Standards (CNS) 1298, CNS 1302, and CNS 4053.

· CNS can be purchased at the BSMI.  The contact information is as follows:

Website: http://www.cnsonline.com.tw
E-mail: cns.online@msa.hinet.net

TEL: (886-2) 2341-4772

FAX: (886-2) 2341-4773

Locations to apply for Batch Inspection or Registration of Product Certification:
· The BSMI, or its branches with jurisdiction over the applicant.
Related regulations can be browsed or downloaded from the website as follows: 

http://web-server.bsmi.gov.tw/english/law/CommodityInspection.htm                                           










